
Характеристики
• Компактный цельнометаллический корпус обеспечивает несравненную портативность.
• Высокоэффективная схема питания обеспечивает до 330 часов работы.
• Пять уровней яркости и три специальных скрытых режима.
• Прямой доступ к режиму турбо.
• Встроенная «Технология точной цифровой оптики» обеспечивает прекрасную мощность 

отражателя.
• Использование технологии улучшенной терморегуляции (ATR), что позволяет динамически 

подстраивать мощность под внутреннюю температуру.
• Специальный переключатель на головной части для быстрого переключения одной рукой.
• Защита от обратной полярности предотвращает нанесение вреда вследствие неправильно 

установленных батарей.
• Высокопрочное сверхпрозрачное минеральное стекло с антибликовым покрытием.
• Конструкция из авиационного алюминия.
• Прочность HAIII военного класса, твердоанодированное покрытие.
• Удобный, износостойкий и воздухопроницаемый нейлоновый ободок.
• Водонепроницаемость в соответствии со стандартом IP-67 (работает на глубине до двух метров).
• Ударопрочность - до 1,5 метров
• Возможность вертикальной установки.

Технические характеристики
Длина:  3,86» (98,0 мм)
Диаметр головной части:  0,95» (24,2 мм)
Диаметр трубки:  0,94» (23,8 мм)
Вес:  1,42 унций (40,3 г, без батареи)

Дополнительная комплектация
Запасная прокладка, покрытие для кнопки.

Используемые типы батарей

ТИП Номинальное напряжение Совместимость

Li-ion аккумуляторная батарея 
18650 (перезаряжаемая) 18650 3,7 В Y (Рекомендовано)

Обычная литиевая батарея CR123 3 В Y (Рекомендовано)

Li-ion аккумуляторная батарея 
(перезаряжаемая) RCR123 3,7 В Y

Мощность и время работы
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Features
·Solid lightweight aero grade aluminum alloy construction
·Utilizes a CREE XM-L2 U2 LED
·Uses 4×AA batteries for a maximum output up to 1000 lumens 
·Dual switch design offers unprecedented ease of use
·Thumbscrew lock on tailcap doubles as a tripod receiver
·5 brightness levels and 3 special modes available 
·High efficiency constant current circuit enables maximum runtime up to 416 hours
·Features advanced temperature regulation (ATR) technology
·A power indicator built into the on/off switch indicates remaining battery power (Chinese Patent: 
    ZL201220057767.4)
·Direct access to ultralow and turbo outputs
·Micro-textured reflector offers wide angle lighting 
·Reverse polarity protection prevents damage arising from incorrectly inserted batteries
·Stainless steel retaining ring protects core components from damage
·Toughened ultra-clear mineral glass with anti-reflective coating
·Waterproof in accordance with IPX-8 (2 meters submersible)
·Impact resistant to 1.5 meters
·Tail stand capability

Dimensions  
Length: 6.69” (170mm) 
Head diameter: 1.34” (34mm) 
Tube: 1.33” × 0.96” (33.6mm×24.5mm) 
Weight: 4.67oz (132.5g) (without battery)

Brightness Levels
With the light turned on, press the mode switch      repeatedly to cycle through brightness levels of 
ultralow, low, medium, high and turbo. This mode has memory effect that ensures direct access to 
the brightness level last used.

Direct Access to Ultralow/Turbo
With the light turned off, press and hold the on/off switch      for over one second to enter ultralow 
level (1 lumen).
With the light turned off, press and hold the mode switch      for over one second to enter turbo 
level (1000 lumens).

Special Modes (Strobe/Location Beacon/SOS)
With the light turned on, press and hold the mode switch      for over one second to enter strobe 
mode. To cycle through location beacon/SOS/strobe modes, press and hold the mode switch      for 
over one second again. To exit, press the on/off switch      to turn the light off.

Strobe Ready
With the light turned off, press the mode switch      twice in quick succession to enter strobe mode 
directly. To exit, simply press any switch to turn the light off.

Lockout/Unlock
With the light turned on, press and hold both switches for over one second to switch the light off 
and enter lockout mode. In this mode, the two switches will not have their respective functions, 
thus preventing accidental activation. To unlock, press and hold both switches for over one second 
again. 
NOTE:
1. When in lockout mode, the EA45S will remain operational for about 18 months.
2. When the EA45S is kept in a backpack or left unused for extended periods, Nitecore  
    recommends batteries are removed to cut off power entirely and thus prevent battery leakage or  
    accidental activation.

Power Tips
After battery installation or with the mode switch      being pressed when the light is off, the blue 
power indicator built into the switch will blink to indicate remaining battery power. The power 
indicator will blink three times when power levels are above 50%; twice when power levels are 
below 50%; and once when battery is close to depletion（below 10%）.

ATR Technology
Advanced temperature regulation (ATR) technology allows EA45S to dynamically adjust output 
performance based on its internal temperature. This prevents damage from overheating and 
prolongs its working life.

Changing / Charging Battery
When batteries are close to depletion, the brightness level will be locked at ultralow to protect 
batteries. Please change batteries at this time.

Maintenance
Every 6 months, threads should be wiped with a clean cloth followed by a thin coating of 
silicon-based lubricant.

Warranty Service 
All NITECORE® products are warranted for quality. Any defective / malfunctioning NITECORE® 
product can be repaired free of charge for a period of 60 months (5 years) from the date of 
purchase. Beyond 60 months (5 years), a limited warranty applies, covering the cost of labor and 
maintenance, but not the cost of accessories or replacement parts.
The warranty is nullified in all of the following situations:
1. The product(s) is/are broken down, reconstructed and/or modified by unauthorized parties.
2. The product(s) is/are damaged through improper use.
3. The product(s) is/are damaged by leakage of batteries.
For the latest information on NITECORE® products and services, please contact a local 
NITECORE® distributor or send an email to service@nitecore.com

※All images, text and statements specified herein this user manual are for reference purpose only. 
Should any discrepancy occurs between this manual and information specified on 
www.nitecore.com, information on our official website shall prevail. Sysmax Industry Co., Ltd. 
reserves the rights to interpret and amend the content of this document at any time without prior 
notice.

 

Output & Runtime 

Operating Instructions 
Battery installation
As illustrated, rotate the thumbscrew lock counterclockwise and screw the tail cap off. Insert 
batteries with the negative (-) ends contacting the springs, and then tighten the thumbscrew lock 
clockwise. 

Accessories
Quality holster，lanyard 

Battery Options

Thanks for purchasing NITECORE!

SYSMAX Industry Co., Ltd.
TEL: +86-20-83862000 
FAX: +86-20-83882723  
E-mail: info@nitecore.com  
Web: www.nitecore.com
Address： Rm1401-03, Glorious Tower, 850 East Dongfeng Road, 

Guangzhou, China 510600

NOTE: After battery insertion, the 
power indicator light will blink to 
indicate remaining battery power. 
Please refer to the “Power Tips” 
section of this manual for details.
WARNING: 
1. Do not mix rechargeable and 
    non-rechargeable batteries. 
2. Do not mix batteries of different 
    types/brands.

On/Off Operation
To switch on: Press the on/off switch      to turn the light on
To switch off: Press the on/off switch      again to turn the light off and enter standby mode

Standby Mode
With the light turned on, press and hold the on/off switch       for over one second to turn the light off and 
activate the power indicator to blink once every three seconds, thus helping users locate the EA45S in 
dark environments. When powered by 4xAA batteries, the EA45S can operate for about 12 months with 
the power indicator on, or remain on standby for about 18 months with the power indicator off. 

Please find us on facebook: 
NITECORE Flashlights

TYPE Nominal voltage Compatible

Primary AA battery AA 1.5V Y (Recommended)

Rechargeable AA battery AA 1.2V Y (Recommended)

Primary AA Lithium battery L91 1.5V Y

TURBO HIGH MID LOW ULTRALOW

LUMENS
1000

LUMENS
430

LUMENS
210

LUMENS
45

LUMEN
1

45min 2h45min 7h 35h 416h

402m (Beam Distance)

1.5m (Impact Resistant)

40,500cd (Peak Beam Intensity)

IPX-8, 2m (Waterproof AND Submersible)

NOTICE
The above data has been measured in accordance with the international flashlight testing

standards ANSI/NEMA FL1 using 4 x 1.2V 2450mAh AA batteries under laboratory conditions. The 
data may vary slightly during real-world use due to battery type, individual usage habits and 
environmental factors.

Абсолютный мировой эксперт по электрическим фонарям
Руководство пользователя

ПРИМЕЧАНИЕ:
Приведенные выше данные были определены в соответствии с международными стандартами испы-
тания ручных фонарей ANSI/NEMA FL1 с использованием 1 батареи Nitecore 18650 (3,7 В, 2600 мАч) и 
2-х батарей Nitecore CR123 (3 В, 1700 мАч) в лабораторных условиях. Параметры при повседневном ис-
пользовании могут отличаться в силу использования иных видов батарей, индивидуального характера 
использования, а также условий окружающей среды.

Инструкция по эксплуатации 
Установка батарей 
Вставьте батареи положительным концом в направлении головной части, как показано на рисунке.

Внимание
При использовании фонаря HC30 НЕ направляйте луч в глаза людей и животных.

Включение/ выключение
Чтобы включить фонарь HC30 в сверхнизком режиме: при выключенном фонаре HC30 нажмите на 
переключатель до щелчка.
Чтобы включить фонарь HC30 в обычном режиме: при выключенном фонаре HC30 нажмите на пере-
ключатель и удерживайте больше одной секунды. Фонарь HC30 запоминает уровень яркости в этом 
режиме. Когда он включен, HC30 задействует последний использованный уровень яркости.
Чтобы выключить фонарь HC30: при включенном фонаре HC30 нажмите на переключатель и удержи-
вайте больше одной секунды.
Примечание: В режиме ожидания фонарь HC30 может храниться более двух лет с одной и той же ба-
тареей 18650.

Уровни яркости
Когда фонарь HC30 включен, нажимайте на переключатель, чтобы по очереди изменять уровни ярко-
сти: низкий, средний, высокий, турбо, сверхнизкий.

Мгновенный переход в режим турбо
При включенном фонаре HC30 нажмите на переключатель и удерживайте дольше двух секунд, чтобы 
перейти в режим турбо (1000 люмен). Чтобы выйти из режима, нажмите на переключатель и удержи-
вайте дольше одной секунды, до выключения фонаря HC30.

Специальные режимы (стробоскоп/ SOS/ маяк)
При включенном фонаре HC30 дважды нажмите на переключатель, чтобы войти в режим стробоско-
па. Нажимайте на переключатель, чтобы по очереди изменять режимы SOS-маяк-стробоскоп. Чтобы 
выйти из режима, нажмите на переключатель и удерживайте дольше одной секунды до выключения 
фонаря.

Режим блокировки
Ослабьте крышку на хвостовой части, чтобы заблокировать фонарь HC30 и избежать случайного 
включения.

Технология улучшенной терморегуляции (ATR)
Технология улучшенной терморегуляции (ATR) позволяет фонарю HC30 динамически подстраивать 
мощность под внутреннюю температуру, поддерживая таким образом внутреннюю температуру не 
выше 55°С. Это предотвращает повреждение изделия в результате перегрева и продлевает его срок 
службы.

Техническое обслуживание
Каждые 6 месяцев рекомендуется протирать резьбу чистой тканью и наносить тонкий слой смазочно-
го материала на основе кремния.

Благодарим вас за приобретение продукции NITECORE!
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Features
· Compact full-metal body provides incomparable portability
· High efficiency circuit board provides up to 330 hours runtime
· Five brightness levels and three concealed special modes to select from
· Direct access to turbo mode
· Integrated “Precision Digital Optics Technology” provides extreme
    reflector performance
· Featuring Advanced Temperature Regulation (ATR) technology to 
   dynamically adjust output performance based on its internal temperature
· Special head switch for quick operation with one hand
· Reverse polarity protection prevents damage from incorrectly inserted 
    batteries
· Toughened ultra-clear mineral glass with anti-reflective coating
· Constructed from aerospace grade aluminum alloy
· Robust HAIII military grade hard-anodized
· Comfortable chafe-free and breathable nylon headband
· Waterproof in accordance with IPX-8 (two-meter submersible)
· Impact resistant to 1.5 meters
· Tail-stand capability

Specifications
Length:              3.86” (98.0mm)
Head diameter:  0.95” (24.2mm)
Tube diameter:  0.94” (23.8mm)
Weight:             1.42oz (40.3g, without battery)

Accessories 
Spare O ring, button cover

Battery Options

Thanks for purchasing NITECORE!

※All images, text and statements specified herein this user manual are 
for reference purpose only. Should any discrepancy occurs between this 
manual and information specified on www.nitecore.com, information on 
our official website shall prevail. Sysmax Industry Co., Ltd. reserves the 
rights to interpret and amend the content of this document at any time 
without prior notice.
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TURBO HIGH MID LOW

LUMENS
400

LUMENS
1000

LUMENS
210

LUMENS
75

1h 3h30min 7h15min

LOWER

LUMEN
1

330h15h15min

2h30min 4h30min 150h10h15min45min

162m (Beam Distance)

6600cd (Peak Beam Intensity)

 IPX-8, 2m (Waterproof AND Submersible)

1.5m (Impact Resistant)

1×18650
2×CR123

Warranty Service
All NITECORE® products are warranted for quality. Any defective / 
malfunctioning NITECORE® product can be repaired free of charge for a 
period of 60 months (5 years) from the date of purchase. Beyond 60 
months (5 years), a limited warranty applies, covering the cost of labor     
and maintenance, but not the cost of accessories or replacement parts.
The warranty is nullified in all of the following situations:
1. The product(s) is/are broken down, reconstructed and/or modified by
    unauthorized parties.
2. The product(s) is/are damaged through improper use.
3. The product(s) is/are damaged by leakage of batteries.
For the latest information on NITECORE® products and services, please 
contact a local NITECORE® distributor or send an email to
service@nitecore.com

HC30

NOTICE
The above data has been measured in accordance with the international 
flashlight testing standards ANSI/NEMA FL1 using one x 3.7V 3400mAh 
Nitecore 18650 battery and 2 x 3V 1700mAh Nitecore CR123 batteries 
under laboratory conditions. The data may vary slightly during real-world 
use due to battery type, individual usage habits and environmental 
factors.

Operating Instructions
Battery Installation      
As illustrated, insert batteries with the positive (+) end facing towards the 
head.

Caution
DO NOT direct the beam towards human or animal eyes when using 
HC30.

On/Off Operation
To turn HC30 on in direct ultralow mode: with HC30 turned off, press 
the switch until a “click” is heard;
To turn HC30 on in general mode: with HC30 turned off, press the 
switch for over one second. HC30 has memory effect for brightness in 
this mode. When it is turned on, HC30 will directly enter the brightness 
level last used.
To turn HC30 off: with HC30 turned on, press the switch for over one 
second. 
Note: In standby mode, HC30 can stand by for over two years with one 
18650 battery.

Brightness Levels
With HC30 turned on, press the switch to cycle through brightness levels: 
low, medium, high, turbo, ultralow.

Instant Turbo
With HC30 turned off, press the switch for over two seconds to enter 
turbo (1000 Lumens). To exit, press the switch for over one second to 
turn HC30 off.

Special Modes (Strobe/SOS/Location 
Beacon)
With HC30 turned off, double-click the switch to enter strobe. Press the 
switch to cycle through SOS-location beacon-strobe modes. To exit, press 
the switch for over one second to turn HC30 off.

Lockout Mode
Loosen the tail cover to lock out HC30 to avoid accidental activation.

Advanced Temperature Regulation(ATR)
Advanced temperature regulation (ATR) technology allows HC30 to 
dynamically adjust output performance according to its internal 
temperature, thus maintaining its internal temperature below 55 degree 
Celsius. This prevents damage from overheating and prolongs its working 
life.

Maintenance
Every 6 months, threads should be wiped with a clean cloth followed by a 
thin coating of silicon-based lubricant.

TYPE Nominal voltage Compatible

Primary Lithium battery CR123 3V

Y (Recommended)18650 Rechargeable Li-ion battery 18650 3.7V

Y (Recommended)

Rechargeable Li-ion battery RCR123 3.7V Y

Output & Runtime
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Features
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· High efficiency circuit board provides up to 330 hours runtime
· Five brightness levels and three concealed special modes to select from
· Direct access to turbo mode
· Integrated “Precision Digital Optics Technology” provides extreme
    reflector performance
· Featuring Advanced Temperature Regulation (ATR) technology to 
   dynamically adjust output performance based on its internal temperature
· Special head switch for quick operation with one hand
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· Impact resistant to 1.5 meters
· Tail-stand capability

Specifications
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Head diameter:  0.95” (24.2mm)
Tube diameter:  0.94” (23.8mm)
Weight:             1.42oz (40.3g, without battery)
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Spare O ring, button cover

Battery Options

Thanks for purchasing NITECORE!
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Warranty Service
All NITECORE® products are warranted for quality. Any defective / 
malfunctioning NITECORE® product can be repaired free of charge for a 
period of 60 months (5 years) from the date of purchase. Beyond 60 
months (5 years), a limited warranty applies, covering the cost of labor     
and maintenance, but not the cost of accessories or replacement parts.
The warranty is nullified in all of the following situations:
1. The product(s) is/are broken down, reconstructed and/or modified by
    unauthorized parties.
2. The product(s) is/are damaged through improper use.
3. The product(s) is/are damaged by leakage of batteries.
For the latest information on NITECORE® products and services, please 
contact a local NITECORE® distributor or send an email to
service@nitecore.com

HC30

NOTICE
The above data has been measured in accordance with the international 
flashlight testing standards ANSI/NEMA FL1 using one x 3.7V 3400mAh 
Nitecore 18650 battery and 2 x 3V 1700mAh Nitecore CR123 batteries 
under laboratory conditions. The data may vary slightly during real-world 
use due to battery type, individual usage habits and environmental 
factors.

Operating Instructions
Battery Installation      
As illustrated, insert batteries with the positive (+) end facing towards the 
head.

Caution
DO NOT direct the beam towards human or animal eyes when using 
HC30.

On/Off Operation
To turn HC30 on in direct ultralow mode: with HC30 turned off, press 
the switch until a “click” is heard;
To turn HC30 on in general mode: with HC30 turned off, press the 
switch for over one second. HC30 has memory effect for brightness in 
this mode. When it is turned on, HC30 will directly enter the brightness 
level last used.
To turn HC30 off: with HC30 turned on, press the switch for over one 
second. 
Note: In standby mode, HC30 can stand by for over two years with one 
18650 battery.

Brightness Levels
With HC30 turned on, press the switch to cycle through brightness levels: 
low, medium, high, turbo, ultralow.

Instant Turbo
With HC30 turned off, press the switch for over two seconds to enter 
turbo (1000 Lumens). To exit, press the switch for over one second to 
turn HC30 off.

Special Modes (Strobe/SOS/Location 
Beacon)
With HC30 turned off, double-click the switch to enter strobe. Press the 
switch to cycle through SOS-location beacon-strobe modes. To exit, press 
the switch for over one second to turn HC30 off.

Lockout Mode
Loosen the tail cover to lock out HC30 to avoid accidental activation.

Advanced Temperature Regulation(ATR)
Advanced temperature regulation (ATR) technology allows HC30 to 
dynamically adjust output performance according to its internal 
temperature, thus maintaining its internal temperature below 55 degree 
Celsius. This prevents damage from overheating and prolongs its working 
life.

Maintenance
Every 6 months, threads should be wiped with a clean cloth followed by a 
thin coating of silicon-based lubricant.

TYPE Nominal voltage Compatible

Primary Lithium battery CR123 3V

Y (Recommended)18650 Rechargeable Li-ion battery 18650 3.7V

Y (Recommended)

Rechargeable Li-ion battery RCR123 3.7V Y
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NOTICE
The above data has been measured in accordance with the international 
flashlight testing standards ANSI/NEMA FL1 using one x 3.7V 3400mAh 
Nitecore 18650 battery and 2 x 3V 1700mAh Nitecore CR123 batteries 
under laboratory conditions. The data may vary slightly during real-world 
use due to battery type, individual usage habits and environmental 
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Battery Installation      
As illustrated, insert batteries with the positive (+) end facing towards the 
head.

Caution
DO NOT direct the beam towards human or animal eyes when using 
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On/Off Operation
To turn HC30 on in direct ultralow mode: with HC30 turned off, press 
the switch until a “click” is heard;
To turn HC30 on in general mode: with HC30 turned off, press the 
switch for over one second. HC30 has memory effect for brightness in 
this mode. When it is turned on, HC30 will directly enter the brightness 
level last used.
To turn HC30 off: with HC30 turned on, press the switch for over one 
second. 
Note: In standby mode, HC30 can stand by for over two years with one 
18650 battery.

Brightness Levels
With HC30 turned on, press the switch to cycle through brightness levels: 
low, medium, high, turbo, ultralow.

Instant Turbo
With HC30 turned off, press the switch for over two seconds to enter 
turbo (1000 Lumens). To exit, press the switch for over one second to 
turn HC30 off.

Special Modes (Strobe/SOS/Location 
Beacon)
With HC30 turned off, double-click the switch to enter strobe. Press the 
switch to cycle through SOS-location beacon-strobe modes. To exit, press 
the switch for over one second to turn HC30 off.

Lockout Mode
Loosen the tail cover to lock out HC30 to avoid accidental activation.

Advanced Temperature Regulation(ATR)
Advanced temperature regulation (ATR) technology allows HC30 to 
dynamically adjust output performance according to its internal 
temperature, thus maintaining its internal temperature below 55 degree 
Celsius. This prevents damage from overheating and prolongs its working 
life.

Maintenance
Every 6 months, threads should be wiped with a clean cloth followed by a 
thin coating of silicon-based lubricant.

TYPE Nominal voltage Compatible

Primary Lithium battery CR123 3V

Y (Recommended)18650 Rechargeable Li-ion battery 18650 3.7V

Y (Recommended)

Rechargeable Li-ion battery RCR123 3.7V Y

Output & Runtime
 Стандарт FL1 Турбо Высокая Средняя Низкая Ультранизкая

ЛЮМЕН ЛЮМЕН ЛЮМЕН ЛЮМЕН ЛЮМЕН

45
минут

2 часа 
30 минут

3 часа 
30 минут

4 часа 
30 минут

10 часов 
15 минут

7 часов 
15 минут

15 часов 
15 минут

162 метра (Дистанция светового луча)

6 600 кд (Максимальная сила света луча)

IPX-8,2 метра (Водонепроницаемость и допустимое погружение под воду)

1.5 метра (Ударопрочность)

150 часов

330 часов1 час



Features
· Compact full-metal body provides incomparable portability
· High efficiency circuit board provides up to 330 hours runtime
· Five brightness levels and three concealed special modes to select from
· Direct access to turbo mode
· Integrated “Precision Digital Optics Technology” provides extreme
    reflector performance
· Featuring Advanced Temperature Regulation (ATR) technology to 
   dynamically adjust output performance based on its internal temperature
· Special head switch for quick operation with one hand
· Reverse polarity protection prevents damage from incorrectly inserted 
    batteries
· Toughened ultra-clear mineral glass with anti-reflective coating
· Constructed from aerospace grade aluminum alloy
· Robust HAIII military grade hard-anodized
· Comfortable chafe-free and breathable nylon headband
· Waterproof in accordance with IPX-8 (two-meter submersible)
· Impact resistant to 1.5 meters
· Tail-stand capability

Specifications
Length:              3.86” (98.0mm)
Head diameter:  0.95” (24.2mm)
Tube diameter:  0.94” (23.8mm)
Weight:             1.42oz (40.3g, without battery)

Accessories 
Spare O ring, button cover

Battery Options

SYSMAX Industry Co., Ltd.
TEL: +86-20-83862000 
FAX: +86-20-83882723  
E-mail: info@nitecore.com  
Web: www.nitecore.com
Address： Rm1407-08, Glorious Tower, 850 East Dongfeng 

Road, Guangzhou, China 510600

※All images, text and statements specified herein this user manual are 
for reference purpose only. Should any discrepancy occurs between this 
manual and information specified on www.nitecore.com, information on 
our official website shall prevail. Sysmax Industry Co., Ltd. reserves the 
rights to interpret and amend the content of this document at any time 
without prior notice.

    

®
ALL-ROUND Flashlight Expert

Warranty Service
All NITECORE® products are warranted for quality. Any defective / 
malfunctioning NITECORE® product can be repaired free of charge for a 
period of 60 months (5 years) from the date of purchase. Beyond 60 
months (5 years), a limited warranty applies, covering the cost of labor     
and maintenance, but not the cost of accessories or replacement parts.
The warranty is nullified in all of the following situations:
1. The product(s) is/are broken down, reconstructed and/or modified by
    unauthorized parties.
2. The product(s) is/are damaged through improper use.
3. The product(s) is/are damaged by leakage of batteries.
For the latest information on NITECORE® products and services, please 
contact a local NITECORE® distributor or send an email to
service@nitecore.com

NOTICE
The above data has been measured in accordance with the international 
flashlight testing standards ANSI/NEMA FL1 using one x 3.7V 3400mAh 
Nitecore 18650 battery and 2 x 3V 1700mAh Nitecore CR123 batteries 
under laboratory conditions. The data may vary slightly during real-world 
use due to battery type, individual usage habits and environmental 
factors.

Operating Instructions
Battery Installation      
As illustrated, insert batteries with the positive (+) end facing towards the 
head.

Thanks for purchasing NITECORE!

Caution
DO NOT direct the beam towards human or animal eyes when using 
HC30.

On/Off Operation
To turn HC30 on in direct ultralow mode: with HC30 turned off, press 
the switch until a “click” is heard;
To turn HC30 on in general mode: with HC30 turned off, press the 
switch for over one second. HC30 has memory effect for brightness in 
this mode. When it is turned on, HC30 will directly enter the brightness 
level last used.
To turn HC30 off: with HC30 turned on, press the switch for over one 
second. 
Note: In standby mode, HC30 can stand by for over two years with one 
18650 battery.

Brightness Levels
With HC30 turned on, press the switch to cycle through brightness levels: 
low, medium, high, turbo, ultralow.

Instant Turbo
With HC30 turned off, press the switch for over two seconds to enter 
turbo (1000 Lumens). To exit, press the switch for over one second to 
turn HC30 off.

Special Modes (Strobe/SOS/Location 
Beacon)
With HC30 turned off, double-click the switch to enter strobe. Press the 
switch to cycle through SOS-location beacon-strobe modes. To exit, press 
the switch for over one second to turn HC30 off.

Lockout Mode
Loosen the tail cover to lock out HC30 to avoid accidental activation.

Advanced Temperature Regulation(ATR)
Advanced temperature regulation (ATR) technology allows HC30 to 
dynamically adjust output performance according to its internal 
temperature, thus maintaining its internal temperature below 55 degree 
Celsius. This prevents damage from overheating and prolongs its working 
life.

Maintenance
Every 6 months, threads should be wiped with a clean cloth followed by a 
thin coating of silicon-based lubricant.

Output & Runtime

Please find us on facebook: NITECORE Flashlights
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Features
·Solid lightweight aero grade aluminum alloy construction
·Utilizes a CREE XM-L2 U2 LED
·Uses 4×AA batteries for a maximum output up to 1000 lumens 
·Dual switch design offers unprecedented ease of use
·Thumbscrew lock on tailcap doubles as a tripod receiver
·5 brightness levels and 3 special modes available 
·High efficiency constant current circuit enables maximum runtime up to 416 hours
·Features advanced temperature regulation (ATR) technology
·A power indicator built into the on/off switch indicates remaining battery power (Chinese Patent: 
    ZL201220057767.4)
·Direct access to ultralow and turbo outputs
·Micro-textured reflector offers wide angle lighting 
·Reverse polarity protection prevents damage arising from incorrectly inserted batteries
·Stainless steel retaining ring protects core components from damage
·Toughened ultra-clear mineral glass with anti-reflective coating
·Waterproof in accordance with IPX-8 (2 meters submersible)
·Impact resistant to 1.5 meters
·Tail stand capability

Dimensions  
Length: 6.69” (170mm) 
Head diameter: 1.34” (34mm) 
Tube: 1.33” × 0.96” (33.6mm×24.5mm) 
Weight: 4.67oz (132.5g) (without battery)

Brightness Levels
With the light turned on, press the mode switch      repeatedly to cycle through brightness levels of 
ultralow, low, medium, high and turbo. This mode has memory effect that ensures direct access to 
the brightness level last used.

Direct Access to Ultralow/Turbo
With the light turned off, press and hold the on/off switch      for over one second to enter ultralow 
level (1 lumen).
With the light turned off, press and hold the mode switch      for over one second to enter turbo 
level (1000 lumens).

Special Modes (Strobe/Location Beacon/SOS)
With the light turned on, press and hold the mode switch      for over one second to enter strobe 
mode. To cycle through location beacon/SOS/strobe modes, press and hold the mode switch      for 
over one second again. To exit, press the on/off switch      to turn the light off.

Strobe Ready
With the light turned off, press the mode switch      twice in quick succession to enter strobe mode 
directly. To exit, simply press any switch to turn the light off.

Lockout/Unlock
With the light turned on, press and hold both switches for over one second to switch the light off 
and enter lockout mode. In this mode, the two switches will not have their respective functions, 
thus preventing accidental activation. To unlock, press and hold both switches for over one second 
again. 
NOTE:
1. When in lockout mode, the EA45S will remain operational for about 18 months.
2. When the EA45S is kept in a backpack or left unused for extended periods, Nitecore  
    recommends batteries are removed to cut off power entirely and thus prevent battery leakage or  
    accidental activation.

Power Tips
After battery installation or with the mode switch      being pressed when the light is off, the blue 
power indicator built into the switch will blink to indicate remaining battery power. The power 
indicator will blink three times when power levels are above 50%; twice when power levels are 
below 50%; and once when battery is close to depletion（below 10%）.

ATR Technology
Advanced temperature regulation (ATR) technology allows EA45S to dynamically adjust output 
performance based on its internal temperature. This prevents damage from overheating and 
prolongs its working life.

Changing / Charging Battery
When batteries are close to depletion, the brightness level will be locked at ultralow to protect 
batteries. Please change batteries at this time.

Maintenance
Every 6 months, threads should be wiped with a clean cloth followed by a thin coating of 
silicon-based lubricant.

Warranty Service 
All NITECORE® products are warranted for quality. Any defective / malfunctioning NITECORE® 
product can be repaired free of charge for a period of 60 months (5 years) from the date of 
purchase. Beyond 60 months (5 years), a limited warranty applies, covering the cost of labor and 
maintenance, but not the cost of accessories or replacement parts.
The warranty is nullified in all of the following situations:
1. The product(s) is/are broken down, reconstructed and/or modified by unauthorized parties.
2. The product(s) is/are damaged through improper use.
3. The product(s) is/are damaged by leakage of batteries.
For the latest information on NITECORE® products and services, please contact a local 
NITECORE® distributor or send an email to service@nitecore.com

※All images, text and statements specified herein this user manual are for reference purpose only. 
Should any discrepancy occurs between this manual and information specified on 
www.nitecore.com, information on our official website shall prevail. Sysmax Industry Co., Ltd. 
reserves the rights to interpret and amend the content of this document at any time without prior 
notice.

 

Output & Runtime 

Operating Instructions 
Battery installation
As illustrated, rotate the thumbscrew lock counterclockwise and screw the tail cap off. Insert 
batteries with the negative (-) ends contacting the springs, and then tighten the thumbscrew lock 
clockwise. 

Accessories
Quality holster，lanyard 

Battery Options

Thanks for purchasing NITECORE!

SYSMAX Industry Co., Ltd.
TEL: +86-20-83862000 
FAX: +86-20-83882723  
E-mail: info@nitecore.com  
Web: www.nitecore.com
Address： Rm1401-03, Glorious Tower, 850 East Dongfeng Road, 

Guangzhou, China 510600

NOTE: After battery insertion, the 
power indicator light will blink to 
indicate remaining battery power. 
Please refer to the “Power Tips” 
section of this manual for details.
WARNING: 
1. Do not mix rechargeable and 
    non-rechargeable batteries. 
2. Do not mix batteries of different 
    types/brands.

On/Off Operation
To switch on: Press the on/off switch      to turn the light on
To switch off: Press the on/off switch      again to turn the light off and enter standby mode

Standby Mode
With the light turned on, press and hold the on/off switch       for over one second to turn the light off and 
activate the power indicator to blink once every three seconds, thus helping users locate the EA45S in 
dark environments. When powered by 4xAA batteries, the EA45S can operate for about 12 months with 
the power indicator on, or remain on standby for about 18 months with the power indicator off. 

Please find us on facebook: 
NITECORE Flashlights

TYPE Nominal voltage Compatible

Primary AA battery AA 1.5V Y (Recommended)

Rechargeable AA battery AA 1.2V Y (Recommended)

Primary AA Lithium battery L91 1.5V Y

TURBO HIGH MID LOW ULTRALOW

LUMENS
1000

LUMENS
430

LUMENS
210

LUMENS
45

LUMEN
1

45min 2h45min 7h 35h 416h

402m (Beam Distance)

1.5m (Impact Resistant)

40,500cd (Peak Beam Intensity)

IPX-8, 2m (Waterproof AND Submersible)

NOTICE
The above data has been measured in accordance with the international flashlight testing

standards ANSI/NEMA FL1 using 4 x 1.2V 2450mAh AA batteries under laboratory conditions. The 
data may vary slightly during real-world use due to battery type, individual usage habits and 
environmental factors.

Абсолютный мировой эксперт по электрическим фонарям
Руководство пользователя
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Features
·Solid lightweight aero grade aluminum alloy construction
·Utilizes a CREE XM-L2 U2 LED
·Uses 4×AA batteries for a maximum output up to 1000 lumens 
·Dual switch design offers unprecedented ease of use
·Thumbscrew lock on tailcap doubles as a tripod receiver
·5 brightness levels and 3 special modes available 
·High efficiency constant current circuit enables maximum runtime up to 416 hours
·Features advanced temperature regulation (ATR) technology
·A power indicator built into the on/off switch indicates remaining battery power (Chinese Patent: 
    ZL201220057767.4)
·Direct access to ultralow and turbo outputs
·Micro-textured reflector offers wide angle lighting 
·Reverse polarity protection prevents damage arising from incorrectly inserted batteries
·Stainless steel retaining ring protects core components from damage
·Toughened ultra-clear mineral glass with anti-reflective coating
·Waterproof in accordance with IPX-8 (2 meters submersible)
·Impact resistant to 1.5 meters
·Tail stand capability

Dimensions  
Length: 6.69” (170mm) 
Head diameter: 1.34” (34mm) 
Tube: 1.33” × 0.96” (33.6mm×24.5mm) 
Weight: 4.67oz (132.5g) (without battery)

Brightness Levels
With the light turned on, press the mode switch      repeatedly to cycle through brightness levels of 
ultralow, low, medium, high and turbo. This mode has memory effect that ensures direct access to 
the brightness level last used.

Direct Access to Ultralow/Turbo
With the light turned off, press and hold the on/off switch      for over one second to enter ultralow 
level (1 lumen).
With the light turned off, press and hold the mode switch      for over one second to enter turbo 
level (1000 lumens).

Special Modes (Strobe/Location Beacon/SOS)
With the light turned on, press and hold the mode switch      for over one second to enter strobe 
mode. To cycle through location beacon/SOS/strobe modes, press and hold the mode switch      for 
over one second again. To exit, press the on/off switch      to turn the light off.

Strobe Ready
With the light turned off, press the mode switch      twice in quick succession to enter strobe mode 
directly. To exit, simply press any switch to turn the light off.

Lockout/Unlock
With the light turned on, press and hold both switches for over one second to switch the light off 
and enter lockout mode. In this mode, the two switches will not have their respective functions, 
thus preventing accidental activation. To unlock, press and hold both switches for over one second 
again. 
NOTE:
1. When in lockout mode, the EA45S will remain operational for about 18 months.
2. When the EA45S is kept in a backpack or left unused for extended periods, Nitecore  
    recommends batteries are removed to cut off power entirely and thus prevent battery leakage or  
    accidental activation.

Power Tips
After battery installation or with the mode switch      being pressed when the light is off, the blue 
power indicator built into the switch will blink to indicate remaining battery power. The power 
indicator will blink three times when power levels are above 50%; twice when power levels are 
below 50%; and once when battery is close to depletion（below 10%）.

ATR Technology
Advanced temperature regulation (ATR) technology allows EA45S to dynamically adjust output 
performance based on its internal temperature. This prevents damage from overheating and 
prolongs its working life.

Changing / Charging Battery
When batteries are close to depletion, the brightness level will be locked at ultralow to protect 
batteries. Please change batteries at this time.

Maintenance
Every 6 months, threads should be wiped with a clean cloth followed by a thin coating of 
silicon-based lubricant.

Warranty Service 
All NITECORE® products are warranted for quality. Any defective / malfunctioning NITECORE® 
product can be repaired free of charge for a period of 60 months (5 years) from the date of 
purchase. Beyond 60 months (5 years), a limited warranty applies, covering the cost of labor and 
maintenance, but not the cost of accessories or replacement parts.
The warranty is nullified in all of the following situations:
1. The product(s) is/are broken down, reconstructed and/or modified by unauthorized parties.
2. The product(s) is/are damaged through improper use.
3. The product(s) is/are damaged by leakage of batteries.
For the latest information on NITECORE® products and services, please contact a local 
NITECORE® distributor or send an email to service@nitecore.com

※All images, text and statements specified herein this user manual are for reference purpose only. 
Should any discrepancy occurs between this manual and information specified on 
www.nitecore.com, information on our official website shall prevail. Sysmax Industry Co., Ltd. 
reserves the rights to interpret and amend the content of this document at any time without prior 
notice.

 

Output & Runtime 

Operating Instructions 
Battery installation
As illustrated, rotate the thumbscrew lock counterclockwise and screw the tail cap off. Insert 
batteries with the negative (-) ends contacting the springs, and then tighten the thumbscrew lock 
clockwise. 

Accessories
Quality holster，lanyard 

Battery Options

Thanks for purchasing NITECORE!

SYSMAX Industry Co., Ltd.
TEL: +86-20-83862000 
FAX: +86-20-83882723  
E-mail: info@nitecore.com  
Web: www.nitecore.com
Address： Rm1401-03, Glorious Tower, 850 East Dongfeng Road, 

Guangzhou, China 510600

NOTE: After battery insertion, the 
power indicator light will blink to 
indicate remaining battery power. 
Please refer to the “Power Tips” 
section of this manual for details.
WARNING: 
1. Do not mix rechargeable and 
    non-rechargeable batteries. 
2. Do not mix batteries of different 
    types/brands.

On/Off Operation
To switch on: Press the on/off switch      to turn the light on
To switch off: Press the on/off switch      again to turn the light off and enter standby mode

Standby Mode
With the light turned on, press and hold the on/off switch       for over one second to turn the light off and 
activate the power indicator to blink once every three seconds, thus helping users locate the EA45S in 
dark environments. When powered by 4xAA batteries, the EA45S can operate for about 12 months with 
the power indicator on, or remain on standby for about 18 months with the power indicator off. 

Please find us on facebook: 
NITECORE Flashlights

TYPE Nominal voltage Compatible

Primary AA battery AA 1.5V Y (Recommended)

Rechargeable AA battery AA 1.2V Y (Recommended)

Primary AA Lithium battery L91 1.5V Y

TURBO HIGH MID LOW ULTRALOW

LUMENS
1000

LUMENS
430

LUMENS
210

LUMENS
45

LUMEN
1

45min 2h45min 7h 35h 416h

402m (Beam Distance)

1.5m (Impact Resistant)

40,500cd (Peak Beam Intensity)

IPX-8, 2m (Waterproof AND Submersible)

NOTICE
The above data has been measured in accordance with the international flashlight testing

standards ANSI/NEMA FL1 using 4 x 1.2V 2450mAh AA batteries under laboratory conditions. The 
data may vary slightly during real-world use due to battery type, individual usage habits and 
environmental factors.

Благодарим вас за приобретение продукции NITECORE!

SYSMAX Industry Co., Ltd.
ТЕЛЕФОН: +86-20-83862000
ФАКС: +86-20-83882723
Эл. почта: info@nitecore.com
Веб-сайт:  www.nitecore.com
  
Адрес:  510600, Китай, Гуанчжоу, Ист Донгфенг Роуд, 850,
 Глориус Тауэр, офис 1401-03 2
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Features
·Solid lightweight aero grade aluminum alloy construction
·Utilizes a CREE XM-L2 U2 LED
·Uses 4×AA batteries for a maximum output up to 1000 lumens 
·Dual switch design offers unprecedented ease of use
·Thumbscrew lock on tailcap doubles as a tripod receiver
·5 brightness levels and 3 special modes available 
·High efficiency constant current circuit enables maximum runtime up to 416 hours
·Features advanced temperature regulation (ATR) technology
·A power indicator built into the on/off switch indicates remaining battery power (Chinese Patent: 
    ZL201220057767.4)
·Direct access to ultralow and turbo outputs
·Micro-textured reflector offers wide angle lighting 
·Reverse polarity protection prevents damage arising from incorrectly inserted batteries
·Stainless steel retaining ring protects core components from damage
·Toughened ultra-clear mineral glass with anti-reflective coating
·Waterproof in accordance with IPX-8 (2 meters submersible)
·Impact resistant to 1.5 meters
·Tail stand capability

Dimensions  
Length: 6.69” (170mm) 
Head diameter: 1.34” (34mm) 
Tube: 1.33” × 0.96” (33.6mm×24.5mm) 
Weight: 4.67oz (132.5g) (without battery)

Brightness Levels
With the light turned on, press the mode switch      repeatedly to cycle through brightness levels of 
ultralow, low, medium, high and turbo. This mode has memory effect that ensures direct access to 
the brightness level last used.

Direct Access to Ultralow/Turbo
With the light turned off, press and hold the on/off switch      for over one second to enter ultralow 
level (1 lumen).
With the light turned off, press and hold the mode switch      for over one second to enter turbo 
level (1000 lumens).

Special Modes (Strobe/Location Beacon/SOS)
With the light turned on, press and hold the mode switch      for over one second to enter strobe 
mode. To cycle through location beacon/SOS/strobe modes, press and hold the mode switch      for 
over one second again. To exit, press the on/off switch      to turn the light off.

Strobe Ready
With the light turned off, press the mode switch      twice in quick succession to enter strobe mode 
directly. To exit, simply press any switch to turn the light off.

Lockout/Unlock
With the light turned on, press and hold both switches for over one second to switch the light off 
and enter lockout mode. In this mode, the two switches will not have their respective functions, 
thus preventing accidental activation. To unlock, press and hold both switches for over one second 
again. 
NOTE:
1. When in lockout mode, the EA45S will remain operational for about 18 months.
2. When the EA45S is kept in a backpack or left unused for extended periods, Nitecore  
    recommends batteries are removed to cut off power entirely and thus prevent battery leakage or  
    accidental activation.

Power Tips
After battery installation or with the mode switch      being pressed when the light is off, the blue 
power indicator built into the switch will blink to indicate remaining battery power. The power 
indicator will blink three times when power levels are above 50%; twice when power levels are 
below 50%; and once when battery is close to depletion（below 10%）.

ATR Technology
Advanced temperature regulation (ATR) technology allows EA45S to dynamically adjust output 
performance based on its internal temperature. This prevents damage from overheating and 
prolongs its working life.

Changing / Charging Battery
When batteries are close to depletion, the brightness level will be locked at ultralow to protect 
batteries. Please change batteries at this time.

Maintenance
Every 6 months, threads should be wiped with a clean cloth followed by a thin coating of 
silicon-based lubricant.

Warranty Service 
All NITECORE® products are warranted for quality. Any defective / malfunctioning NITECORE® 
product can be repaired free of charge for a period of 60 months (5 years) from the date of 
purchase. Beyond 60 months (5 years), a limited warranty applies, covering the cost of labor and 
maintenance, but not the cost of accessories or replacement parts.
The warranty is nullified in all of the following situations:
1. The product(s) is/are broken down, reconstructed and/or modified by unauthorized parties.
2. The product(s) is/are damaged through improper use.
3. The product(s) is/are damaged by leakage of batteries.
For the latest information on NITECORE® products and services, please contact a local 
NITECORE® distributor or send an email to service@nitecore.com

※All images, text and statements specified herein this user manual are for reference purpose only. 
Should any discrepancy occurs between this manual and information specified on 
www.nitecore.com, information on our official website shall prevail. Sysmax Industry Co., Ltd. 
reserves the rights to interpret and amend the content of this document at any time without prior 
notice.

 

Output & Runtime 

Operating Instructions 
Battery installation
As illustrated, rotate the thumbscrew lock counterclockwise and screw the tail cap off. Insert 
batteries with the negative (-) ends contacting the springs, and then tighten the thumbscrew lock 
clockwise. 

Accessories
Quality holster，lanyard 

Battery Options

Thanks for purchasing NITECORE!

SYSMAX Industry Co., Ltd.
TEL: +86-20-83862000 
FAX: +86-20-83882723  
E-mail: info@nitecore.com  
Web: www.nitecore.com
Address： Rm1401-03, Glorious Tower, 850 East Dongfeng Road, 

Guangzhou, China 510600

NOTE: After battery insertion, the 
power indicator light will blink to 
indicate remaining battery power. 
Please refer to the “Power Tips” 
section of this manual for details.
WARNING: 
1. Do not mix rechargeable and 
    non-rechargeable batteries. 
2. Do not mix batteries of different 
    types/brands.

On/Off Operation
To switch on: Press the on/off switch      to turn the light on
To switch off: Press the on/off switch      again to turn the light off and enter standby mode

Standby Mode
With the light turned on, press and hold the on/off switch       for over one second to turn the light off and 
activate the power indicator to blink once every three seconds, thus helping users locate the EA45S in 
dark environments. When powered by 4xAA batteries, the EA45S can operate for about 12 months with 
the power indicator on, or remain on standby for about 18 months with the power indicator off. 

Please find us on facebook: 
NITECORE Flashlights

TYPE Nominal voltage Compatible

Primary AA battery AA 1.5V Y (Recommended)

Rechargeable AA battery AA 1.2V Y (Recommended)

Primary AA Lithium battery L91 1.5V Y

TURBO HIGH MID LOW ULTRALOW

LUMENS
1000

LUMENS
430

LUMENS
210

LUMENS
45

LUMEN
1

45min 2h45min 7h 35h 416h

402m (Beam Distance)

1.5m (Impact Resistant)

40,500cd (Peak Beam Intensity)

IPX-8, 2m (Waterproof AND Submersible)

NOTICE
The above data has been measured in accordance with the international flashlight testing

standards ANSI/NEMA FL1 using 4 x 1.2V 2450mAh AA batteries under laboratory conditions. The 
data may vary slightly during real-world use due to battery type, individual usage habits and 
environmental factors.

Найдите нас на facebook:
NITECORE Flashlights
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Features
·Solid lightweight aero grade aluminum alloy construction
·Utilizes a CREE XM-L2 U2 LED
·Uses 4×AA batteries for a maximum output up to 1000 lumens 
·Dual switch design offers unprecedented ease of use
·Thumbscrew lock on tailcap doubles as a tripod receiver
·5 brightness levels and 3 special modes available 
·High efficiency constant current circuit enables maximum runtime up to 416 hours
·Features advanced temperature regulation (ATR) technology
·A power indicator built into the on/off switch indicates remaining battery power (Chinese Patent: 
    ZL201220057767.4)
·Direct access to ultralow and turbo outputs
·Micro-textured reflector offers wide angle lighting 
·Reverse polarity protection prevents damage arising from incorrectly inserted batteries
·Stainless steel retaining ring protects core components from damage
·Toughened ultra-clear mineral glass with anti-reflective coating
·Waterproof in accordance with IPX-8 (2 meters submersible)
·Impact resistant to 1.5 meters
·Tail stand capability

Dimensions  
Length: 6.69” (170mm) 
Head diameter: 1.34” (34mm) 
Tube: 1.33” × 0.96” (33.6mm×24.5mm) 
Weight: 4.67oz (132.5g) (without battery)

Brightness Levels
With the light turned on, press the mode switch      repeatedly to cycle through brightness levels of 
ultralow, low, medium, high and turbo. This mode has memory effect that ensures direct access to 
the brightness level last used.

Direct Access to Ultralow/Turbo
With the light turned off, press and hold the on/off switch      for over one second to enter ultralow 
level (1 lumen).
With the light turned off, press and hold the mode switch      for over one second to enter turbo 
level (1000 lumens).

Special Modes (Strobe/Location Beacon/SOS)
With the light turned on, press and hold the mode switch      for over one second to enter strobe 
mode. To cycle through location beacon/SOS/strobe modes, press and hold the mode switch      for 
over one second again. To exit, press the on/off switch      to turn the light off.

Strobe Ready
With the light turned off, press the mode switch      twice in quick succession to enter strobe mode 
directly. To exit, simply press any switch to turn the light off.

Lockout/Unlock
With the light turned on, press and hold both switches for over one second to switch the light off 
and enter lockout mode. In this mode, the two switches will not have their respective functions, 
thus preventing accidental activation. To unlock, press and hold both switches for over one second 
again. 
NOTE:
1. When in lockout mode, the EA45S will remain operational for about 18 months.
2. When the EA45S is kept in a backpack or left unused for extended periods, Nitecore  
    recommends batteries are removed to cut off power entirely and thus prevent battery leakage or  
    accidental activation.

Power Tips
After battery installation or with the mode switch      being pressed when the light is off, the blue 
power indicator built into the switch will blink to indicate remaining battery power. The power 
indicator will blink three times when power levels are above 50%; twice when power levels are 
below 50%; and once when battery is close to depletion（below 10%）.

ATR Technology
Advanced temperature regulation (ATR) technology allows EA45S to dynamically adjust output 
performance based on its internal temperature. This prevents damage from overheating and 
prolongs its working life.

Changing / Charging Battery
When batteries are close to depletion, the brightness level will be locked at ultralow to protect 
batteries. Please change batteries at this time.

Maintenance
Every 6 months, threads should be wiped with a clean cloth followed by a thin coating of 
silicon-based lubricant.

Warranty Service 
All NITECORE® products are warranted for quality. Any defective / malfunctioning NITECORE® 
product can be repaired free of charge for a period of 60 months (5 years) from the date of 
purchase. Beyond 60 months (5 years), a limited warranty applies, covering the cost of labor and 
maintenance, but not the cost of accessories or replacement parts.
The warranty is nullified in all of the following situations:
1. The product(s) is/are broken down, reconstructed and/or modified by unauthorized parties.
2. The product(s) is/are damaged through improper use.
3. The product(s) is/are damaged by leakage of batteries.
For the latest information on NITECORE® products and services, please contact a local 
NITECORE® distributor or send an email to service@nitecore.com

※All images, text and statements specified herein this user manual are for reference purpose only. 
Should any discrepancy occurs between this manual and information specified on 
www.nitecore.com, information on our official website shall prevail. Sysmax Industry Co., Ltd. 
reserves the rights to interpret and amend the content of this document at any time without prior 
notice.

 

Output & Runtime 

Operating Instructions 
Battery installation
As illustrated, rotate the thumbscrew lock counterclockwise and screw the tail cap off. Insert 
batteries with the negative (-) ends contacting the springs, and then tighten the thumbscrew lock 
clockwise. 

Accessories
Quality holster，lanyard 

Battery Options

Thanks for purchasing NITECORE!

SYSMAX Industry Co., Ltd.
TEL: +86-20-83862000 
FAX: +86-20-83882723  
E-mail: info@nitecore.com  
Web: www.nitecore.com
Address： Rm1401-03, Glorious Tower, 850 East Dongfeng Road, 

Guangzhou, China 510600

NOTE: After battery insertion, the 
power indicator light will blink to 
indicate remaining battery power. 
Please refer to the “Power Tips” 
section of this manual for details.
WARNING: 
1. Do not mix rechargeable and 
    non-rechargeable batteries. 
2. Do not mix batteries of different 
    types/brands.

On/Off Operation
To switch on: Press the on/off switch      to turn the light on
To switch off: Press the on/off switch      again to turn the light off and enter standby mode

Standby Mode
With the light turned on, press and hold the on/off switch       for over one second to turn the light off and 
activate the power indicator to blink once every three seconds, thus helping users locate the EA45S in 
dark environments. When powered by 4xAA batteries, the EA45S can operate for about 12 months with 
the power indicator on, or remain on standby for about 18 months with the power indicator off. 

Please find us on facebook: 
NITECORE Flashlights

TYPE Nominal voltage Compatible

Primary AA battery AA 1.5V Y (Recommended)

Rechargeable AA battery AA 1.2V Y (Recommended)

Primary AA Lithium battery L91 1.5V Y

TURBO HIGH MID LOW ULTRALOW

LUMENS
1000

LUMENS
430

LUMENS
210

LUMENS
45

LUMEN
1

45min 2h45min 7h 35h 416h

402m (Beam Distance)

1.5m (Impact Resistant)

40,500cd (Peak Beam Intensity)

IPX-8, 2m (Waterproof AND Submersible)

NOTICE
The above data has been measured in accordance with the international flashlight testing

standards ANSI/NEMA FL1 using 4 x 1.2V 2450mAh AA batteries under laboratory conditions. The 
data may vary slightly during real-world use due to battery type, individual usage habits and 
environmental factors.

Гарантийное обслуживание
Качество всей продукции NITECORE© гарантируется. Какие-либо бракованные/ неисправные изделия 
NITECORE® могут быть бесплатно отремонтированы в течение 60 месяцев (5 лет) с момента приобре-
тения изделия. По истечении 60 месяцев (5 лет) вступает в силу ограниченная гарантия, покрывающая 
стоимость работ и технического обслуживания, но не включающая в себя стоимость дополнительных 
принадлежностей или запасных частей.
Гарантия аннулируется в следующих случаях:
1. Изделие (-я) разобрано (-ы), восстановлено (-ы), либо в его (их) конструкцию внесены изменения 
неуполномоченными лицами.
2. Изделие (-я) повреждено (-ы) в результате неосторожного использования/ использования не по 
назначению.
3. Изделие (-я) повреждено (-ы) в результате вытекания электролита из батарей.
Для получения новейшей информации о продукции и услугах NITECORE©, обращайтесь к местному 
дистрибьютору NITECORE©, либо отправьте электронное сообщение по адресу: service@nitecore.com
 

 Все изображения, текст и характеристики, изложенные в настоящем руководстве пользователя, пред-
назначены для использования только в качестве справочной информации. В случае каких-либо несо-
ответствий между настоящим руководством и информацией, изложенной на сайте www.nitecore.com, 
информация на нашем официальном сайте имеет преимущественную силу. Компания Sysmax Industry 
Co., Ltd. оставляет за собой право толковать и вносить изменения в содержание настоящего докумен-
та в любое время без предварительного уведомления.


